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Technical Overview

PCBA cleaning solutions made easy

AGITATION PCBA CLEANING SYSTEM
Model No. AGS09

The AGS09 PCBA agitation cleaning systems are designed specifically for 

highly effective flux residue cleaning with safety for the components as a key 

parameter.

The 100% customization design helps you achieve maximum production in less 

time. The 3-stage process is ideal for acheiving level-1 cleaning quality

Standard Features

Ÿ Agitation power is generated by compressed air, so the vibrations frequency 

is almost negligible and safe to PCBA ceramic type components.

Ÿ Powerful and safe heaters, with energy smart cut off, heats the liquid in very 

less time and regulates accurately by displaying the reading all the time.

Ÿ ESD safe system, ideal for electronics cleaning.

Ÿ Built in draining vent, helps hassle free change over and maintenance times.

Options

Ÿ In-line liquid filtration extends the liquid life. Available as in built or as a 

portable version

Ÿ Electronic timer for cut off timing and industrial signaling.

Ÿ Customized basket and fixture for holding PCBA’s.

Facility

Ÿ Max 8 Bar clean and dry compressed air pressure. 

Ÿ 16A Three phase electricity supply

Contact us now

Find out how we can help you with your conformal coating inspection process and save you time and money 

now.

Is your batch PCBA cleaning solution safe and effective ?

3-stage agiation tanks are the solution for you.

www.conformalcoating.co.uk

www.conformalcoating.in

Stage 1 

for chemical 

Stage 2

for Di water

Stage 3

for Di water

Above Image is for representational only , 

original tank design, look and feel varies with 

respect to the different sizes and options.


